
Ground

Exist.

flow

flow

DETAIL B

DETAIL C

X X X X X X

X X X X X X

X XX X X

X X X X X

X X X X X X

STAPLE PATTERN

     DETAIL

EXCAVATION

   TRENCH

6" 6"

center

1' on 

Staple

center

1' on 

Staple

soil

backfill

Compacted

soil

backfill

Compacted

Detail A

See

Detail A

See

Single Net Blanket Double Net Blanket

should be on the top once the blanket is installed.
If a Single Net Blanket is used the side with the netting
NOTE:

DETAIL A

ANCHOR TRENCH & BLANKET INSTALLATION

PIPE OUTLETS

PIPE INLETS

4"

DETAIL A

DETAIL A

F
L
O

W

F
L
O

W

6"

6
"

6
"

6
"

6"

20"10"

20"

4'

DETAIL A

Ground

Exist.

"u" staples. 

using 8-inch 11 gauge wire 

3.8 staples per square yard 

6"

6"

Erosion Control Blanket

Erosion Control Blanket

4"

OVERLAP

6"

OVERLAP

6" 

CHANNEL OR SLOPE INSTALLATION

BLANKET LAYOUT

INSTALLATION AT PIPE ENDS

4"
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EROSION AND SILTATION CONTROL

EROSION CONTROL BLANKET INSTALLATION

D-255-2

10-03-13

Kirk J Hoff,

number from D-708-5 to D-255-2.
Changed standard drawing

dimensions.
as trench depth and overlap
Changed installation details such

06-26-14

07-27-15

08-27-19 New Design Engineer PE Stamp.



 

 

 

 
 

 
Flow

6'

2" to 3"

EROSION CONTROL

6
"

Flow

6
"

6"

12"

20"

24"

36"

18" 2"

Trenching depth

2" x 2"

2" x 2"

2" x 2"

2"

3"

2"

3"

5"

12"

Fiber Roll

dimensions.

with values for stake and trench

slope application. Added table 

Added plan view for ditch and06-10-13

FIBER ROLL PLACEMENT DETAILS

 Do not use 20-inch fiber rolls in flat areas where there is potential for water to back up on adjacent property.

 on adjacent property. Lower fiber roll enough to prevent water from backing up on adjacent property.

*Optional Weir. Use in flat areas, such as the Red River Valley, where there is potential for water to back up

2" X 2" nominal wood stakes

Fiber Roll Overlapping Staking Detail

Detail A

2" X 2" nominal wood stakes

Detail B

Fiber Roll Staking Detail

from end of roll

Stake 4" to 6"

Side slope

TRENCH DEPTH

MAXIMUM

TRENCH DEPTH

MINIMUM

LENGTH

MINIMUM STAKE

STAKE SIZE

NOMINAL

DIAMETER

FIBER ROLL

PLAN VIEW FOR DITCH APPLICATION

toe of ditch slope

Place stake at each

toe of ditch slope

Place stake at each

from end of roll

Stake 4" to 6"

Side slope

Overlap fiber rolls 12" min.

Detail C

b
o
tt
o

m

D
it
c
h

F
lo

w

12 OR 20 INCH FIBER ROLL - DITCH BOTTOM

Ends overlapped 12" minimum
from end of roll

Stake 4" to 6" 

Optional Weir*
Detail A

Detail B

Backslope

max.4' 

Foreslope

see staking detail

For stake installations

F
lo

w

rows of fiber rolls

Stagger joints between

F
lo

w

F
lo

w

F
lo

w

Overlapping fiber rolls

PLAN VIEW FOR SLOPE APPLICATION

NOTE: Runoff must not be allowed to run under or around roll.

see staking detail

For stake installation

along entire length

and 4' max. O.C. 

Stake at each end

Detail C

overlap see

For staking of

F
lo

w

Soil from trench

Soil from trench

Less than 5"

Less than 5"

10-04-13 Revised fiber roll overlap detail.

Less than 5"

Less than 5"

06-26-14
number from D-708-7 to D-261-1.

Changed standard drawing 

08-27-19 New Design Engineer PE Stamp
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D-261-1

11-18-10

Kirk J Hoff,



AHEAD

WORK

ROAD

Two Lane, Two Way Roadways Multilane Roadways

Typical Protection Vehicle Typical Protection Vehicle

Varies

500'

4'-0" min

500' to 1000'

4'-0" min

Work vehicle

Flashing or rotating beacons

Flagger

Protection vehicle

Flashing or rotating beacons

High intensity flashing lights

Truck mounted attenuator - optional

Flashing or rotating beacons

High intensity flashing lights

High intensity flashing lights

Work vehicle

Flashing or rotating beacons

Protection vehicle

Flashing or rotating beacons

Truck mounted attenuator - optional

Type C - Chevron Mode

Sequencing Arrow Panel

Type C - Chevron Mode

Sequencing Arrow Panel

W20-7-48 W20-1-48

for two lane, two way roadway.

4. Use flagger to protect the work area and warn oncoming traffic 

visibility only.

3. Use these layouts during daylight hours and in areas of good 

in chevron mode on the shadow vehicle for Multilane Roadway.

on the shadow vehicle.  Operate a sequencing arrow panel Type C 

2. Display a 360 degree rotating, flashing, oscillating or strobe light 

on the working vehicle.  

1. Display a 360 degree rotating, flashing, oscillating or strobe light 

Notes:

New Design Engr PE Stamp

Updated to active voice

10-03-19

  9-27-17

9-25-12
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8.25" 91.5" 8.25"

9'-0"

6.2"

6"D

4.5"

6"D

4.5"

6"D

4
'-
0
"

6.3"

4.5"

4"

Urban - Low Speed (30 mph or less)

(Maintenance and Surveying)

Interstate/4-Lane Divided

(70 mph to 75 mph)

Rural Expressway and Freeway

(55 mph to 60 mph)

Urban Expressway and Freeway

Rural - High Speed (over 50 mph to 65 mph)

Urban - High Speed (over 40 mph to 50 mph)

Urban - Low Speed (over 30 to 40 mph)

min. (ft)

Distance between signs

Advance Warning Sign Spacing (A)

SIGN NUMBER

WIDTH x HEIGHT

BORDER WIDTH

CORNER RADIUS

MOUNTING

BACKGROUND

LEGEND/BORDER

SYMBOL

COLOR:

TYPE:

COLOR:

TYPE:

X Y WID HT ANGLE

LETTER POSITION (X) SIZELENGTH SERIES

24"

STATION(S):G20-10-108

9'-0" x 4'-0"

1.25" (inset 0.75")

3"

Ground

IV Reflective

Fluorescent Orange

Non-Refl

Black

Dimensions are in inches.tenths Letter locations are panel edge to lower left corner

AREA: 36.0 Sq.Ft.

C

19.2

O

24.5

N

30

S

35.1

T

39.7

R

44.3

U

49.4

C

54.8

T

59.7

E

64.3

D

69

 

73.1

B

79.1

Y

83.7

69.7 D 20006

Y

8.3

O

14.2

U

19.8

R

25.3

 

29.4

C

35.4

O

40.7

M

46.2

P

52.4

A

56.8

N

62.8

Y

67.8

 

72.9

N

78.9

A

83.9

M

89.9

E

96

91.5 D 20006

Y

21.7

O

27.6

U

33.2

R

38.7

 

42.8

T

48.8

O

53.3

W

58.4

N

64.6

,

69.6

 

70.7

N

76.7

D

82.2

64.6 D 20006

42.1 6.2 24 4 0 NDDOT    LOGO

A

150

280

360

720

850

1000

750

B

150

280

360

720

1350

1500

1000

C

150

280

360

720

2200

2640

1500

Road Type

3.  Do not place sign in urban areas or within city limits.

required on seal coats or other short duration projects.)

2.  Use sign on rural projects with a 30 day or longer duration (not 

(G20-2-48) sign (maximum 2 signs per project.)

A following the End Road Work 2
11.  Post mount sign a distance of 

Notes:

10-03-19      New Design Engineer PE Stamp.

  9-27-17      Updated to active voice.

  7-18-14      Revise sheeting to type IV.

  8-30-18      Updated sign number in note 1.
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Top Post Receiver Data Table

A B C D E F
Sizes (B)

Square Post

Perforated Tube

Slip Base Assembly

Multi-Directional

Bolt Retainer for Base Connection

Ground line

Ground line

12"

25"

15"

3"

4"

"2
1

"8
7

"2
11

2"

2"

"2
11

"4
3

1"

"2
12

8"

"16
96

"16
155

"16
156

"4
3

60"

6"

6" 6"

3" 3"

4"

24"

1"

1"

12"

6" 6"

7"

1"

1"

"16
115

12"

"32
93 "32

93

"16
52

"8
33

"16
11

"16
115

D

E

E

F

"16
52

"8
33

"16
11

"16
71

"32
93 "32

93

"16
96

C

A

A

B

A A

60^

6" dia.

6" dia.

6" dia.

9" 9"

60^

T
ra
ff
ic
 F
lo

w

Anchor unit

Ground line

A
n
c
h
o
r 
u
n
it

P
o
s
t 
s
le
e
v
e

"2
14

T
ra
ff
ic
 F
lo

w

"16
71

of Posts

Number

Gauge

ness

Thick-

Wall

Gauge

ness

Thick-

Wall

Base

Slip Gauge

Standard

U.S.

1

1

1

1

1

1

2

2

2

3 & 4

3 & 4

3 & 4

3 & 4

3 & 4

2 12

12

12

12

12

12

12

12

12

12

10

10

10

12

12

12

12

10

No

No

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

0.105

0.105

0.105

0.135

0.135

12

12

12

12

10

10

1.702

2.416

2.773

3.432

3.141

4.006

0.129

0.372

0.561

0.605

0.804

0.979

0.380

0.590

0.695

0.841

0.803

1.010

0.172

0.372

0.499

0.590

0.643

"32
91

"64
91

"2
12

"2
12

"16
53

"32
13

"8
5

"32
25

"32
211

"64
331

"4
31

"8
71

"x10 ga.2
12

"x10 ga.16
32

"-13 gr. 8 serrated flange nut2
1

" U.S.S. steel flat washer2
1

" stainless release bushing2
1

" U.S.S. steel flat washer2
1

" gr. 8 flange bolt4
3"x22

1

"8
3

"16
3

"8
3

washer and lock washer

" dia. bolt with8
3

and lock washer or rivet

" dia. bolt with washer8
3

and lock washer

" dia. bolt with washer8
3

" dia.16
9

" dia.2
12

" Reprocessed Teflon32
1Bolt Retainer- 

in.

of Inertia

Moment

2 x 2

(A)

Telescoping Perforated Tube

16
3 x 216

32

2
1 x 22

12

2
1 x 22

12

4
1 x 24

12

2
1 x 12

11

4 2 3
in.

Modulus

Section

in.

Sec. Area

Cross

in.

Size

Post

in.

Size

Sleeve

in.

Base

Slip

without

Size

Anchor

4
12

2
12

4
12

4
12

16
32

4
12

2
12

2
12

4
12

2
12

4
12

2
12

2
12

2
12

2
12

4
12

2
12

in.

Thickness

Wall

lbs.

per Foot

Weight

2

2

4
12

2
12

2 12 Yes2
12

2 12 Yes4
12

2 12 12 Yes4
122

12

2 12

10

3

2

No

No

0.105

0.785

A
n
c
h
o
r 
u
n
it

" teflon bolt retainer32
1

4" max.

4" max.

Anchor Unit and Post Assembly

Top Post Receiver

Bottom Soil Stub

in.

Size

Tube

Properties of Telescoping Perforated Tube

60"

"16
5R=

"16
5R=

and Post Sleeve Assembly

Slip Base Anchor Unit

Multi-Directional

Plate - ASTM A572 grade 50

Stabilizing Wing - 7 gauge H.R.P.O. ASTM A1011

Tube - 3"x3"x7 gauge ASTM A500 grade B tube

" ASTM A36 structural angle8
3"x2

1"x22
1Angle Receiver - 2

Plate - ASTM A572 grade 50

5.  Provide more than 7' between the first and fourth posts of a four post sign. 

4.  In concrete sidewalk, use same anchor without wings.

     measurement above and below post location and back and ahead of post.

3.  Provide 4" vertical clearance for anchor or breakaway base.  Measure the 4"x60"

2.  Use anchor with 43.9 KSI yield strength and 59.3 KSI tensile strength.

1.  Torque slip base bolts as specified by manufacturer.

Notes:

post installation)

anchor plate (one

Minimum 10 guage

post installation)

anchor plate (two 

Minimum 10 guage

"x10 ga.2
1"x10 ga. into 216

3(B) For additional wind load, insert the 2

(A) Use breakaway base when support is placed in weak soils.  Engineer determines if soils are weak.

New Design Engr PE Stamp

Updated to active voice

10-03-19

  9-27-17

2-28-14
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